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Insy

Highly customizable
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591Uplights

Insy_R, Insy_RI | Insy_Q, Insy_QI

Insy_R body driver power size optics page

 Insy_R Aluminium 3 W
6 W

Ø 70 mm
Ø 120 mm

30° - 50° - 70° - Diffused
10° - 30° - 50° - 120° - Diffused

592
593

4.5 W Ø 120 mm 10° - 30° - 50° - 120° - Diffused

Insy_RJ Aluminium 6 W Ø 120 mm 10° - 30° - 50° - 120° 592
593
594

6 W
12 W

Ø 120 mm
Ø 200 mm

Insy_RI AISI 316L 3 W Ø 70 mm 30° - 50° - 70° - Diffused 592
593

6 W Ø 120 mm 10° - 30° - 50° - 120° - Diffused

Insy_RJI AISI 316L 6 W Ø 120 mm 10° - 30° - 50° - 120° 593
594

6 W
12 W

Ø 120 mm
Ø 200 mm

Insy_Q body driver power size optics page

 Insy_Q Aluminium 3 W
6 W

Ø 70 mm
Ø 120 mm

30° - 50° - 70° - Diffused
10° - 30° - 50° - 120° - Diffused

592
593

4.5 W Ø 120 mm 10° - 30° - 50° - 120° - Diffused

Insy_QJ Aluminium 6 W Ø 120 mm 10° - 30° - 50° - 120° 592
593
594

6 W Ø 120 mm

Insy_QI AISI 316L 3 W Ø 70 mm 30° - 50° - 70° - Diffused 592
593

6 W Ø 120 mm 10° - 30° - 50° - 120° - Diffused

Insy_QJI AISI 316L 6 W Ø 120 mm 10° - 30° - 50° - 120° 593
594

6 W Ø 120 mm

An uplight also available in the directional version featuring several 
customization options, from the optics to the colour of light.

Passive heat dissipation
Anodised aluminium casing
 

Light management
Six optics available ensuring maximum design flexibility
 

Independent power supply
Available in the version with resin-potted driver integrated in the lighting 
fixture casing
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592 MAESTRO 1.0

Code composition: type + colour + optic

 

 

 

 
Insy_R | Drive-over spotlight | powerLED 3 W 350 mA 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ø70

Ø50

502

type
  

 
CRI 80 97818

 
CRI 80 97817

 
CRI 80 97819

colour
  

3000 K 390 lm W
4000 K 414 lm N
5000 K 474 lm C
R - G - B - Y on request

optic
 

30° 30
50° 50
70° 70
Diff. 00  

  

 

 

  

89421 99183 84953

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

Insy_RI | Drive-over spotlight | powerLED 3 W 350 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ø70

Ø50

502

type
  

 
CRI 80 97823

colour
  

3000 K 390 lm W
4000 K 414 lm N
5000 K 474 lm C
R - G - B - Y on request

optic
 

30° 30
50° 50
70° 70
Diff. 00  

  

 

 

  

89421 99183 84953

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

Insy_R | Drive-over spotlight | powerLED 6 W 630 mA 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

106

Ø120

2,7

type
  

 
CRI 80 88089

 
CRI 80 88088

 
CRI 80 88090

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12
Diff. 00

 

  

 

 

  

99179 99186 84341

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

Insy_RJ | Drive-over spotlight | powerLED 6 W 630 mA 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

142

Ø75

Ø120

2

-20° +20°

360° type
  

 
CRI 80 97614

 
CRI 80 97613

 
CRI 80 97615

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

15° 15
30° 30
60° 60
120° 12  

  

 

 

  

99179 99186 84900

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

2000 Kg

2000 Kg
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593Uplights

Code composition: type + colour + optic

Insy_R | Drive-over spotlight | 190-250 V | powerLED 4.5 W 500 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

142

Ø120

2,7

type
  

 
CRI 80 88101

 
CRI 80 88100

 
CRI 80 88102

colour
  

3000 K 534 lm W
4000 K 570 lm N
5000 K 648 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12
Diff. 00

 

 

  

84341

Outer casing

Insy_RI | Drive-over spotlight | 180-300 V | powerLED 6 W 630 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

173

2

Ø120

type
  

 
CRI 80 87635

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12
Diff. 00

 

 

  

84900

Outer casing

Insy_RJ | Drive-over spotlight | 180-300 V | powerLED 6 W 630 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

142

Ø75

Ø120

2
-20° +20°

360° type
  

 
CRI 80 97626

 
CRI 80 97625

 
CRI 80 97627

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

15° 15
30° 30
60° 60
120° 12  

 

  

84900

Outer casing

Insy_RJI | Drive-over spotlight | 180-300 V | powerLED 6 W 630 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

173

2

Ø120

-20° +20°

360° type
  

 
CRI 80 87647

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12  

 

  

84900

Outer casing

2000 Kg

2000 Kg

2000 Kg

2000 Kg
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594 MAESTRO 1.0

Code composition: type + colour + optic

 

 
Insy_RJ | Drive-over spotlight | 180-300 V | powerLED 12 W 630 mA 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

210

Ø131

Ø200

4
-20° +20°

360° type
  

 
CRI 80 86867

colour
  

3000 K 1248 lm W
4000 K 1332 lm N
5000 K 1518 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12  

 

  

84932

Outer casing

Insy_RJI | Drive-over spotlight | 180-300 V | powerLED 12 W 630 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

210

Ø131

4

Ø200

-20° +20°

360° type
  

 
CRI 80 86868

colour
  

3000 K 1248 lm W
4000 K 1332 lm N
5000 K 1518 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12  

 

  

84932

Outer casing

Insy | Outer-casing

Insy | Outer-casing

Insy | Outer-casing

type Ø mm h. mm suitable for  

110 220 Insy_RJ-QJ 6 W (no driver) 84900
Insy_RI-QI 6 W (driver included)
Insy_RJI-QJI 6 W (driver included)

type Ø mm h. mm suitable for  

170 240 Insy_RJ 12 W (driver included) 84932

type Ø mm h. mm suitable for  

66 57 Insy_Q-RI 3 W (no driver) 84953

Insy | Outer-casing

type Ø mm h. mm suitable for  

110 155 Insy_R-Q 4,5 W (driver included) 84341
Insy_Q 6 W (no driver)
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“Palazzo Molin” - Padua (Italy)
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596 MAESTRO 1.0

Code composition: type + colour + optic

 

 

 

 
Insy_Q | Drive-over spotlight | powerLED 3 W 350 mA 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ø50

50

70

2

type
  

 
CRI 80 97821

 
CRI 80 97820

 
CRI 80 97822

colour
  

3000 K 390 lm W
4000 K 414 lm N
5000 K 474 lm C
R - G - B - Y on request

optic
 

30° 30
50° 50
70° 70
Diff. 00  

  

 

 

  

89421 99183 84953

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

Insy_QI | Drive-over spotlight | powerLED 3 W 350 mA 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ø50

50

70

2

type
  

 
CRI 80 97824

colour
  

3000 K 390 lm W
4000 K 414 lm N
5000 K 474 lm C
R - G - B - Y on request

optic
 

30° 30
50° 50
70° 70
Diff. 00  

  

 

 

  

89421 99183 84953

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

Insy_Q | Drive-over spotlight | powerLED 6 W 630 mA 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

106
2,7

120

type
  

 
CRI 80 88092

 
CRI 80 88091

 
CRI 80 88093

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12
Diff. 00

 

  

 

 

  

99179 99186 84341

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

Insy_QJ | Drive-over spotlight | powerLED 6 W 630 mA 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

142

Ø75

2

120

-20° +20°

360° type
  

 
CRI 80 97617

 
CRI 80 97616

 
CRI 80 97618

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

15° 15
30° 30
60° 60
120° 12  

  

 

 

  

99179 99186 84900

ON/OFF
1 - 2 art.

ON/OFF
2 - 4 art.

Outer casing

2000 Kg

2000 Kg
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597Uplights

Code composition: type + colour + optic

Insy_Q | Drive-over spotlight | 190-250 V | powerLED 4.5 W 500 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

142

2,7

120

type
  

 
CRI 80 88104

 
CRI 80 88103

 
CRI 80 88105

colour
  

3000 K 534 lm W
4000 K 570 lm N
5000 K 648 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12
Diff. 00

 

 

  

84341

Outer casing

Insy_QI | Drive-over spotlight | 180-300 V | powerLED 6 W 630 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

173

2

120

type
  

 
CRI 80 87636

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12
Diff. 00

 

 

  

84900

Outer casing

Insy_QJ | Drive-over spotlight | 180-300 V | powerLED 6 W 630 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

142

Ø75

2

120

-20° +20°

360° type
  

 
CRI 80 97629

 
CRI 80 97628

 
CRI 80 97630

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

15° 15
30° 30
60° 60
120° 12  

 

  

84900

Outer casing

Insy_QJI | Drive-over spotlight | 180-300 V | powerLED 6 W 630 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

173

2

120

-20° +20°

360° type
  

 
CRI 80 87648

colour
  

3000 K 624 lm W
4000 K 666 lm N
5000 K 759 lm C
R - G - B - Y on request

optic
 

10° 10
30° 30
50° 50
120° 12  

 

  

84900

Outer casing

2000 Kg

2000 Kg

2000 Kg

2000 Kg

Fox Design AB Telefonplan +46 84408540, info@foxdesign.se, www.foxdesign.se




